SALINITY APPLICATION SCREENING TOOL

San Juan Basin Watershed
PROJECT TYPE – CIRCLE ONE ONLY
Project Type 1.      Dirt ditches converted to lined ditches, pipelines or gated pipe.  
(High Priority).         Includes any combination of off-farm and on-farm delivery and tail 
                                water ditches, treating 75% or more of the offered irrigated acres
for the tract being contracted or cost of salt savings are below $80 per ton.
Project Type 2.       Dirt ditches converted to lined ditches, pipelines or gated pipe.  

(Medium Priority)    Includes any combination of off-farm and on-farm deliver and tail 
                                water ditches, and subsurface drains treating less than 75% of the
                                irrigated acres of the tract being contracted; and/or  

                                conversion of irrigation systems resulting in over 15% increase in
                                efficiency. (See chart below).  (Or in Montrose County subsurface

                                drain only plans, or land leveling only plans).  (In Mesa County sub-
                                surface drains will be limited to subsurface interceptor drains.) or cost of salt savings 


      is between $80 and  $100 per ton. 
Project Type 3.      Conversion of irrigation systems resulting in less than 15% 
(Low Priority).          increase in efficiency. (See chart below).  Or other
                                projects where cost of salt saving exceeds $100 per ton.
If Type 2 or Type 3 circled above, circle the efficiency increase change from the increase efficiency change chart below. CIRCLE ONE ONLY

INCREASE IN EFFICIENCY CHANGE CHART
(Developed from Farm Irrigation Rating Index)
· Dirt ditch flood to lined ditch or gated pipe flood (no corrugations 
      or furrows)--------------------------------------------------------------------------------    6%

· Dirt ditch flood to lined ditch or gated pipe with corrugations or furrows.-  16%

· Dirt ditch flood to sprinklers. ---------------------------------------------------------   43%

· Dirt ditch flood to drip system.--------------------------------------------------------  54%

· Dirt ditch or 20 year old broken concrete lined ditch with corrugations
      or furrows to gated or lined ditch with corrugations or furrows.---------------  6%   

· Dirt ditch with corrugations to sprinklers.-----------------------------------------   34%

· Dirt ditch with corrugations to drip system.---------------------------------------   45%

· Lined ditch or gated pipe flood to (no corrugations or furrows) to 
      sprinklers.---------------------------------------------------------------------------------- 37%  

· Lined ditch or gated pipe flood to (no corrugations or furrows) to drip 
      system.-------------------------------------------------------------------------------------  48% 

· Lined ditch or gated pipe with corrugations to sprinklers.---------------------- 27%

· Lined ditch or gated pipe with corrugations to drip system.-------------------  38%

· Sprinkler to drip system.---------------------------------------------------------------  11%

· Sprinkler, Side Roll to Center Pivot  (Cortez Field Office)---------------------  14%
· Depending on application numbers, project types and funding it is likely only high and maybe medium priority applications will be ranked. 
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